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Op-T-Lube DR 5001

High Performance Lubricant
General Description

DR 5001 is an advanced additive providing exceptional lubricity in a many drilling and
completion operations. DR 5001 is designed as a high performance lubricant ideal for reducing
friction, drag and wall sticking. It has a high affinity to metal surfaces and will strongly adhere to
drill pipe and collars. DR 5001 will also eliminate differential sticking, torque and drag.

Properties

Form: Liquid pH (Neutrality): 4.0-6.0
Color: Brown to Black Specific Gravity: 0.926 £ 0.05
Odor: Mild Water Solubility: Dispersible

Dosage Performance

Op-T-Lube DR 5001 Concentration 1% 2% 3%
% Friction Reduction 57.2% 79.5% 86.0%
Availability

DR 5001 is available in 20 liter (5 gallon) pails, 1000 liter (275 gallon) or 1250 liter (330 gallon)
totes, or bulk.
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Recommendations given in this bulletin are based on tests believed to be reliable. However, the use of the information is beyond the control of
OptiFrac Chemical Services, and no guarantee, expressed or implied is made to the results obtained if not used in accordance with directions or
established safe practice. The buyer must assume all responsibility, including injury or damage from the misuse of the product as such, or in
combination with other materials. This bulletin is not to be taken as a license to operate under or recommendation to infringe any patent.



